Bryant Board of Zoning Adjustment Meeting

Boswell Municipal Complex - City Hall Court Room

210 SW 3rd Street

YouTube: https:/www.youtube.com/c/bryantarkansas

Date: June 09, 2025 -Time: 6:00 PM
Call to Order

Approval of Minutes

1. Board of Zoning Adjustment Meeting Minutes 4/14/2025
¥ 2025-04-14 Board of Zoning Adjustment Minutes.pdf

DRC Report

2. State Farm - 525 N Reynolds Rd - Rear Setback Variance
Richardson Engineering - Requesting Approval for Variance - RECOMMENDED APPROVAL

Public Hearing

3. State Farm - 525 N Reynolds Rd - Rear Setback Variance
Richardson Engineering - Requesting Approval for Variance
¥ 0968-PLN-01.pdf
¥ 0968-APP-01.pdf
Old Business
New Business

Adjournments


https://www.youtube.com/c/bryantarkansas
https://www.cityofbryant.com/grab/agendas/uploads/agenda_467/2025-04-14_board_of_zoning_adjustment_minutes.pdf
https://www.cityofbryant.com/grab/agendas/uploads/agenda_467/0968-pln-01.pdf
https://www.cityofbryant.com/grab/agendas/uploads/agenda_467/0968-app-01.pdf
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SWPPP _NOTES:

1.) DEVELOPMENT SHALL ADHERE TO BRYANT AND ADEQ STORMWATER REQUIREMENTS.

2.) SEDIMENT BARRIERS SHALL BE CONSTRUCTED AT EACH INLET UNTIL GRADING IS COMPLETE AND TOP SOIL IS STABILIZED.
3.) A SILT FENCE AND STRAW BALE DIKE SHALL BE PLACED AT POTENTIAL LOCATIONS OF HEAVY EROSION.

4.) TEMPORARY STRAW BALE DIKES ARE TO BE CONSTRUCTED NOT TO POND WATER ON ADJACENT PROPERTY.
5.) ROCK DIKE CHECK DAMS TO BE CONSTRUCTED TO MEET ADEQ REQUIREMENTS WHEN USED IN LIEU OF STRAW BALE DIKES.

6.) ALL TEMPORARY EROSION CONTROLS SHALL BE MAINTAINED UNTIL ALL CONSTRUCTION IS COMPLETE AND PERMANENT GROUND COVER HAS

BEEN ESTABLISHED.

7.) ONE OF THE FOLLOWING GROUND COVER METHODS SHALL BE USED AT AREAS OF CLEARING OTHER THAN FUTURE PAVEMENT SURFACES.

STRAW OR HAY—-LOOSE 2.0 TONS/ACRE
STRAW OR HAY—-TIED, ANCHORED, OR TACKED 1.5 TONS/ACRE

CONCRETE
WASHOUT SWPPP

8.) SOIL EXPOSED FOR MORE THAN 14 DAYS WITH NO CONSTRUCTION ACTIVITY SHALL BE SEEDED OR REEMITTED.
9.) CONSTRUCTION ENTRANCES/EXITS SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OF MUD ON TO PUBLIC

RIGHT—OF—WAY.

10.) ADDITIONAL EROSION CONTROL MEASURES TO BE EMPLOYED WHERE NECESSARY BY SITE CONDITIONS.
11.) CONTRACTOR SHALL USE "BEST MANAGEMENT PRACTICES”™ (BMP'S) WHEN IMPLEMENTING AND MAINTAINING SEDIMENT AND RUN—OFF 6" Minimum

CONTROLS.

GENERAL EROSION CONTROL NOTES

1. THE LOCATION OF KNOWN SURFACE & SUBSURFACE STRUCTURES,
PIPE, POWER, GAS, PHONE, ETC. ARE SHOWN ON THE PLANS. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING INFORMATION
AND SATISFYING THEMSELVES AS TO THE LOCATION OF THE
AFOREMENTIONED  ITEMS, SHOWN AND NOT SHOWN. ALL REPAIRS OR
RELOCATIONS NECESSARY SHALL BE MADE AS REQUIRED BY THE
OWNER OF THE UTILITY OR STRUCTURE. THE COST OF SUCH REPAIRS
OR RELOCATIONS NECESSARY SHALL BE BORNE BY THE CONTRACTOR.

2. ALL STREETS, DRIVES, WALKS, DRAINAGE STRUCTURES, FENCES,
ETC. THAT ARE DISTURBED SHALL BE RESTORED TO THEIR ORIGINAL
OR BETTER CONDITION USING LIKE MATERIALS. COST OF SUCH
REPAIRS SHALL BE BORNE BY THE CONTRACTOR UNLESS PROVISION
FOR PAYMENT IS MADE IN THE PROPOSAL.

3. EROSION CONTROL DEVICES SHALL BE INSTALLED AS THE PROJECT
PROGRESSES AND AREAS ARE DISTURBED.

4. THE CONTRACTOR IS REQUIRED TO NOTIFY THE ONE CALL CENTER
AT 1-800—-482-8998 48 HOURS PRIOR TO DIGGING IN ORDER THAT
UNDERGROUND UTILITIES IN THE AREA CAN BE LOCATED.

5. ALL INLETS ON AND ADJACENT TO THE SITE SHALL BE PROTECTED
FROM SEDIMENT.

6. STORM WATER CONTROLS SHALL BE INSPECTED AT LEAST ONCE
EVERY 7 DAYS.

/. ALL EROSION CONTROL DEVICES ARE TO BE MAINTAINED IN GOOD
WORKING CONDITION THROUGHOUT THE DURATION OF THIS PROJECT
AND UNTIL PERMANENT VEGETATION IS ESTABLISHED. ALL SEDIMENT
TRAPS ARE TO BE CLEANED AS REQUIRED.

Pl

8. ALL DISTURBED AREAS LEFT IDLE FOR A PERIOD OF 14 DAYS OR
LONGER ARE TO RECEIVE TEMPORARY VEGETATION AND MULCHED.

9. REMOVE EROSION CONTROL DEVICES AFTER PERMANENT
VEGETATION IS ESTABLISHED.

10. DEVELOPMENT SHALL ADHERE TO CITY OF BRYANT AND ADEQ
STORM WATER REQUIREMENTS.

G PN

W= O

11. ADDITIONAL EROSION CONTROL MEASURES TO BE EMPLOYED
WHERE NECESSARY BY SITE CONDITIONS.

12. CONTRACTOR TO COMPLY WITH ALL OSHA SAFETY REQUIREMENTS.

NOTE:  Sediment Trap is to be cleaned out
when volume becomes half full.

6" Minimum

5lb. stone
Geotextiles

NOTES:

FOR USE IN SMALL CHANNELS WITH DRAINAGE AREAS OF 50 ACRES OR LESS.
MUST BE USED IN CONJUNCTION WITH OTHER APPROPRIATE SEDIMENT CONTROL MEASURES.

USE BELOW CULVERT INSTALLATIONS, DAM CONSTRUCTION, OR ANY PROJECT THAT MAY INVOLVE GRADING ACTIVITY

DIRECTLY IN A STREAM.

NOT INTENDED TO SUBSTANTIALLY IMPOUND WATER.

USE AT THE UPSTREAM END OF PONDS OR LAKES.

EDGES SHOULD NOT BE HIGHER THAN THE CHANNEL BANKS.

PORTABLE
SANITATION
FACILITY
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FASTENERS FOR SILT FENCES

1. LOCATE STONE STABILIZED PAD AT ANY POINT WHERE VEHICULAR TRAFFIC
WILL BE LEAVING THE CONSTRUCTION SITE ONTO A PUBLIC RIGHT—OF—WAY,
STREET, ALLEY, SIDEWALK, OR PARKING AREA OR ANY OTHER AREA WHERE
THERE IS A TRANSITION FROM BARE SOIL TO A PAVED AREA.

2. WDTH — 20’-0 MINIMUM BUT NOT LESS THAN FULL WIDTH OF ALL POINTS
OF VEHICULAR EGRESS. LENGTH — 50'—0 MINUMUM

3. MAINTAIN THE EXIT TO PREVENT TRACKING OR FLOW OF MUD ONTO PUBLIC

PROPOSED SILT FENCE ok oF sowx [A /’ CATEH BASIN RIGHTS— OF—WAY. PROVIDE PERIODIC TOP DRESSING WITH 1.5 — 3.5”

——A
PLAN VIEW
3/4" GRAVEL DRAIN
PONDING HEIGHT
/ CURB INLET
OVERFLOW
N
%
WIRE SCREEN OR
FILTER FABRIC /////M X< CURB INLET
Y ~
; "m CATCH BASIN
2 x 4 WOOD STUD
NOTES: COARSE AGGREGATE
1.) USE BLOCK AND GRAVEL TYPE SEDIMENT N.S.A. R—2 (1'5_3'5
BARRIER WHEN CURB INLET IS LOCATED IN SECTION A — A INCH STONE)
GENTLY SLOPING STREET SEGMENT, WHERE
WATER CAN POND AND ALLOW SEDIMENT TO
SEPARATE FROM RUNOFF.
2.) BARRIER SHALL ALLOW FOR OVERFLOW FROM CURB INLET GEOTEXTILE
SEVERE STORM EVENT.
) SEDIMENT BARRIER UNDERLINER
3.) INSPECT BARRIERS AND REMOVE SEDIMENT AFTER
EACH STORM EVENT. SEDIMENT AND GRAVEL MUST BE ( )
REMOVED FROM THE TRAVELED WAY IMMEDIATELY. AASHTO M238

CENTER SHOULD BE AT LEAST 6 INCHES LOWER THAN THE OUTER EDGES OF THE DAM AT THE CHANNEL BANKS.

HEIGHT SHOULD NOT EXCEED ELEVATION OF UPSTREAM PROPERTY LINE.

SIDE SLOPES SHOULD BE 2:1 OR FLATTER.

TOP WIDTH SHOULD BE GREATER THAN 6 FEET.

EXTEND COMPLETELY ACROSS THE CHANNEL AND SECURELY TIE INTO BOTH CHANNEL BANKS
REQUIRES PERIODIC INSPECTION AND MAINTENANCE.

SEDIMENT REMOVED WHEN IT REACHES ONE—HALF OF THE ORIGINAL DAM HEIGHT

52&. '$0

127 72 6&$/(

STONE, AS CONDITIONS DEMAND. IMMEDIATELY REMOVE ALL MATERIALS
SPILLED, DROPPED, WASHED, OR TRACKED FROM VEHICLE OR SITE ONTO
ROADWAY OR INTO STORM DRAINS. CLEAN WHEELS AND TIRES

2 x 4 WooD STuD
ﬁ CONCRETE BLOCK TO REMOVE MUD PRIOR TO ENTRANCE ON TO PUBLIC RIGHTS—OF—WAY.
BACK OF CURB
~ — CURB INLET [ 4. WHEN WASHING IS REQUIRED, DO SO ON AREAS STABILIZED WITH CRUSHED

STONE DRAINING INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN.

<
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SWPPP NOTES: 1.) DEVELOPMENT SHALL ADHERE TO BRYANT AND ADEQ STORMWATER REQUIREMENTS. BRYANT AND ADEQ STORMWATER REQUIREMENTS.  AND ADEQ STORMWATER REQUIREMENTS. 2.) SEDIMENT BARRIERS SHALL BE CONSTRUCTED AT EACH INLET UNTIL GRADING IS COMPLETE AND TOP SOIL IS STABILIZED. 3.) A SILT FENCE AND STRAW BALE DIKE SHALL BE PLACED AT POTENTIAL LOCATIONS OF HEAVY EROSION. 4.) TEMPORARY STRAW BALE DIKES ARE TO BE CONSTRUCTED NOT TO POND WATER ON ADJACENT PROPERTY. 5.) ROCK DIKE CHECK DAMS TO BE CONSTRUCTED TO MEET ADEQ REQUIREMENTS WHEN USED IN LIEU OF STRAW BALE DIKES. 6.) ALL TEMPORARY EROSION CONTROLS SHALL BE MAINTAINED UNTIL ALL CONSTRUCTION IS COMPLETE AND PERMANENT GROUND COVER HAS BEEN ESTABLISHED. 7.) ONE OF THE FOLLOWING GROUND COVER METHODS SHALL BE USED AT AREAS OF CLEARING OTHER THAN FUTURE PAVEMENT SURFACES. STRAW OR HAY-LOOSE      2.0 TONS/ACRE 2.0 TONS/ACRE STRAW OR HAY-TIED, ANCHORED, OR TACKED  1.5 TONS/ACRE 1.5 TONS/ACRE 8.) SOIL EXPOSED FOR MORE THAN 14 DAYS WITH NO CONSTRUCTION  ACTIVITY SHALL BE SEEDED OR REEMITTED. ACTIVITY SHALL BE SEEDED OR REEMITTED. 9.) CONSTRUCTION ENTRANCES/EXITS SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OF MUD ON TO PUBLIC RIGHT-OF-WAY. 10.) ADDITIONAL EROSION CONTROL MEASURES TO BE EMPLOYED WHERE NECESSARY BY SITE CONDITIONS. 11.) CONTRACTOR SHALL USE "BEST MANAGEMENT PRACTICES" (BMP'S) WHEN IMPLEMENTING AND MAINTAINING SEDIMENT AND RUN-OFF CONTROLS.
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DEMO NOITES:

1) QUANTITIES ARE APPROXIMATE. CONTRACTOR IS RESPONSIBLE
FOR VERIFYING QUANTITIES.
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GENERAL CONSTRUCTION NOTES

A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES OCCURRING TO
ANY PROPERTY DURING THE CONSTRUCTION OF THIS PROJECT. SAID CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PREVENT PROPERTY DAMAGE.

B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR
WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR CONDITIONS OF THE JOB SITE,
INCLUDING SAFETY WORK. THIS REQUIREMENT WILL APPLY CONTINUOUSLY AND WILL NOT BE
LIMITED TO NORMAL WORKING HOURS.

C. ALL SITE AND UTILITY IMPROVEMENTS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE
LATEST REVISION TO THE CITY OF BRYANT STANDARD SPECIFICATIONS.

D. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND OTHER
MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION OPERATIONS. DISPOSAL
WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE, AND,/OR FEDERAL REGULATIONS
GOVERNING SUCH OPERATIONS.

E. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONIRACTOR IS TO EXCAVATE, VERIFY,
AND CALCULATE ALL CROSSINGS AND INFORM ANY IMPACTED UTILITY OWNERS OF ANY
CONFLICTS PRIOR TO CONSTRUCTION.

F. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE—=INS UNTIL APPROVAL IS
GIVEN BY CITY OF BRYANT. CONTRACTOR SHALL NOT OPERATE ANY VALVE, HYDRANIT, OR
WATER UTILITY APPURTENANCE NOR SHALL HE ATTACH TO OR TAP ANY WATER UTILITY MAIN
WITHOUT APPROVAL FROM BRYANT. THE CONTRACTOR SHALL BEAR THE COST AND
CONSEQUENCE OF ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION.

G. FIBER OPTIC CABLE ON AND/OR ADJACENT TO THIS SITE WERE NOT LOCATED BY THE
SURVEY AND ARE NOT SHOWN. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE
ANY FIBER OPTIC CABLES AT TO NEAR THIS SITE AND TAKE ALL NECESSARY AND REQUIRED
PRECAUTIONS TO PROTECT ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL
COORDINATE ALL EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED
REPRESENTATIVE.

H. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL” SERVICE TO MARK ALL
UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY WORK ON THIS SITE.

. ANY LAND CLEARING, CONSTRUCTION, OR DEVELOPMENT INVOLVING THE MOVEMENT OF
MATERIALS, UTILITIES OR GROUND EXCAVATION SHALL BE IN ACCORDANCE WITH THE
STORMWATER POLLUTION PREVENTION PLAN.

J. THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES,
PIPES, POWER, GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT LOCATION OF THE
AFOREMENTIONED ITEMS, SHOWN AND NOT SHOWN.

K. CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS, INCLUDING EXCAVATION &
TRENCH SAFETY.

L. CONTRACTOR SHALL CONTACT THE CITY OF BRYANT STREET DEPARTMENT IN REGARD TO
MAINTENANCE OF TRAFFIC PRIOR TO COMMENCEMENT OF WORK WITHIN STREET RIGHT OF
WAY.

M. CONTRACTOR SHALL CONTACT CITY OF BRYANT PRIOR TO COMMENCEMENT OF UTILITY
CONSTRUCTION OR TIE—=INS.

20

UTILITIES:

SANITARY SEWER:

BRYANT SEWER DEPARTMENT
1019 S.W. ZND ST.

BRYANT, AR 72022
501-943-0469

WATER:

BRYANT WATER DEPARTMENT
210 S.W. 3RD ST.

BRYANT, AR 72022
501-943-0441

ELECTRIC:

ENTERGY

425 W. CAPITAL AVE.
LITTLE ROCK, AR 72201
1-800-368—3749

NATURAL GAS:

SUMMIT UTILITIES

400 WEST CAPITOL #600
LITTLE ROCK, ARKANSAS
888—498—0409

Know what's below.
Call before you dig.
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A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES OCCURRING TO ANY PROPERTY DURING THE CONSTRUCTION OF THIS PROJECT. SAID CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PREVENT PROPERTY DAMAGE. B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR CONDITIONS OF THE JOB SITE, INCLUDING SAFETY WORK. THIS REQUIREMENT WILL APPLY CONTINUOUSLY AND WILL NOT BE LIMITED TO NORMAL WORKING HOURS. C. ALL SITE AND UTILITY IMPROVEMENTS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE LATEST REVISION TO THE CITY OF BRYANT STANDARD SPECIFICATIONS. BRYANT STANDARD SPECIFICATIONS.  STANDARD SPECIFICATIONS. D. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE, AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS. E. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONTRACTOR IS TO EXCAVATE, VERIFY, AND CALCULATE ALL CROSSINGS AND INFORM ANY IMPACTED UTILITY OWNERS OF ANY CONFLICTS PRIOR TO CONSTRUCTION. F. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE-INS UNTIL APPROVAL IS GIVEN BY CITY OF BRYANT. CONTRACTOR SHALL NOT OPERATE ANY VALVE, HYDRANT, OR BRYANT. CONTRACTOR SHALL NOT OPERATE ANY VALVE, HYDRANT, OR . CONTRACTOR SHALL NOT OPERATE ANY VALVE, HYDRANT, OR WATER UTILITY APPURTENANCE NOR SHALL HE ATTACH TO OR TAP ANY WATER UTILITY MAIN WITHOUT APPROVAL FROM BRYANT. THE CONTRACTOR SHALL BEAR THE  COST AND BRYANT. THE CONTRACTOR SHALL BEAR THE  COST AND . THE CONTRACTOR SHALL BEAR THE  COST AND COST AND CONSEQUENCE OF ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION. G. FIBER OPTIC CABLE ON AND/OR ADJACENT TO THIS SITE WERE NOT LOCATED BY THE SURVEY AND ARE NOT SHOWN. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE ANY FIBER OPTIC CABLES AT TO NEAR THIS SITE AND TAKE ALL NECESSARY AND REQUIRED PRECAUTIONS TO PROTECT ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL COORDINATE ALL EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED REPRESENTATIVE. H. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL" SERVICE TO MARK ALL UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY WORK ON THIS SITE.  I. ANY LAND CLEARING, CONSTRUCTION, OR DEVELOPMENT INVOLVING THE MOVEMENT OF MATERIALS, UTILITIES OR GROUND EXCAVATION SHALL BE IN  ACCORDANCE WITH THE ACCORDANCE WITH THE STORMWATER POLLUTION PREVENTION PLAN. J. THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE  STRUCTURES, STRUCTURES, PIPES, POWER, GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT LOCATION OF THE AFOREMENTIONED ITEMS, SHOWN AND NOT SHOWN. K. CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS, INCLUDING EXCAVATION & TRENCH SAFETY. L. CONTRACTOR SHALL CONTACT THE CITY OF BRYANT STREET DEPARTMENT IN REGARD TO BRYANT STREET DEPARTMENT IN REGARD TO  STREET DEPARTMENT IN REGARD TO MAINTENANCE OF TRAFFIC PRIOR TO COMMENCEMENT OF WORK WITHIN STREET RIGHT OF WAY. M. CONTRACTOR SHALL CONTACT CITY OF BRYANT PRIOR TO COMMENCEMENT OF UTILITY BRYANT PRIOR TO COMMENCEMENT OF UTILITY  PRIOR TO COMMENCEMENT OF UTILITY CONSTRUCTION OR TIE-INS.
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PAVEMENT SECTION COMBINATION
_CURB & GUTTRR
3 INCHES SURFACE COURSE
LIGHT DUTY SECTION | 8 INCHES CRUSHED STONE BASE COURSE (98% MP) (AHTD CLASS 7) SE%_& %EEEFER
TYPE'A" ASPHALT )
12" MIN SUBGRADE COMPACTED TO 98% STANDARD DENSITY THIS SHEET

(SUBGRADE MATERIAL AND THICKNESS SUBJECT TO
GEOTECHNICAL ENGINEER'S RECOMMENDATIONS)
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GRAPHIC SCALE

7.)
2)

3)
4)

5.
6.)

7.)

8.)
9.)
10.)

11.)

12.)
13.)

14.)

15.)

GENERAL NOTES:

SURVEYING PROVIDED BY RASBURRY SURVEYING LLC.

FPAVEMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH THIS PLAN

AND BASED ON GEOTECHNICAL ANALYSIS OF THE SOIL CONDITIONS.

ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.
CONSTRUCTION SITE SHALL ADHERE TO BRYANT STORMWATER REQUIREMENTS, AND
SHALL MEET ALL APPLICABLE ADEQ STANDARDS fOR EROSION CONTROL MEASURES.
ALL UTILITIES TO BE LOCATED PRIOR TO CONSTRUCTION (ONE CALL, CITY, ETC.)
CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION &
TRENCH SAFETY.

THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES,
PIPES, POWER, GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT LOCATION OF
THE AFOREMENTIONED ITEMS, SHOWN AND NOT SHOWN.

NOTES

PROJECT SITE AREA 0.54 ACRES (23363.39 SQUARE FEET).

PROJECT PROVIDES 5 PARKING SPACES.

CURRENT ZONING: C-2

PROPOSED USE: PROPOSED STORAGE BUILDING

BUILDING LINES TO BE NOTED ON SITE PLAN.

PROPOSED LOCATIONS OF TRAFFIC CONTROL MARKERS ARE APPROXIMATE.
ACTUAL LOCATION AND INSTALLATION MUST MEET MUTCD AND BENTON ROAD
DEPT. SPECS.

CONTRACTOR SHALL INCLUDE IN BID THE COST FOR COMPACTION TESTS

ON SUBGRADE & BASE. TEST TO BE CONDUCTED AS PER GEOTECHNICAL
ENGINEERS SPECS.

CONTRACTOR TO INCLUDE IN BID THE COST OF MATERIAL AND INSTALLATION

OF STREET SIGNS & TRAFFIC CONTROL SIGNS.

CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION
& TRENCH SAFETY.

PORTION OF THIS PROPERTY (AS SHOWN) IS IN THE 100 YEAR FLOOD HAZARD
AREA. REFERENCE FIRM MAP 05125C0380E EFFECTIVE 6/5/2020

REFER TO LANDSCAPING PLAN FOR REQUIREMENTS/LIGHTING PLAN TO BE VERIFIED
W/OWNER. REVISIONS TO PLAN TO BE SUBMITTED TO CITY.

IRRIGATION SYSTEMS TO BE DESIGNED BY OTHERS.

THERE ARE NO EROSION PROBLEMS ON THE SITE OR KNOWN EROSION PROBLEMS
WITHIN 300° DOWNSTREAM.

THERE IS NO SURFACE EVIDENCE OF EXISTING OR ABANDONED WATER WELLS,
SUMPS, CESSPOOLS, SPRING WATER IMPOUNDMENTS, AND UNDERGROUND
STRUCTURES WITHIN THE PROJECT.

PAVEMENT SHALL BE CONSTRUCTED IN ACCORDANCE WITH AHTD SPECIFICATIONS,
AND BASED ON GEOTECHNICAL ANALYSIS OF THE SOIL CONDITIONS.

CONTRACTOR SHALL INCLUDE IN BID THE COST FOR COMPACTION TESTS ON
SUBGRADE & BASE. TEST TO BE CONDUCTED AS PER GEOTECHNICAL SPECS.

16.) ALL SITE LIGHTING IS TO BE LOW LEVEL AND DIRECTIONAL, SHIELDED DOWNWARD

AND INTO THE SITE. DESIGNED BY OTHER AS PER CITY OF BRYANT REQUIREMENTS.

. ENGINEER

UTILITIES. RICHARDSON ENGINEERING, PLLC
SANITARY SEWER: ADDRESS: 325 W.SOUTH ST.
BRYANT SEWER DEPARTMENT BENTON, AR. 72015
7016 S W SND ST PHONE NO. (501) 315-7225
BRYANT. AR 72022 PROJECT REPRESENTATIVE:
501—943—0469 TRISTIN PHILLIPS, P.E.
WATER: SURVEYOR
BRYANT WATER DEPARTMENT 2 ASELRRY SURVEYING LLC
210 SW. JRD ST, 308 W. SOUTH STREET
BRYANT, AR 72022 -
501043 D4d] BENTON, AR 72015

(501) 8606893
ELECTRIC:
o capiTAL AVE
LITTLE ROCK, AR 72201 DEVELOPERS
1-800-368—3749 JAMEY SOUTH

515 N. REYNOLDS ROAD
NATURAL GAS: BRYANT, AR 72022

SUMMIT UTILITIES
400 WEST CAPITOL #600
LITTLE ROCK, ARKANSAS
888—498—-0409

LEGAL DESCRIPTION DOC. 2022—002110

PART OF THE SOUTHWEST QUARTER OF THE SOUTHEAST QUARTER, SECTION 27, TOWNSHIP 1
SOUTH, RANGE 14 WEST, CITY OF BRYANT, SALINE COUNTY, ARKANSAS, AND DESCL'/BED AS
FOLLOWS: FROM THE.SOUTHWEST CORNER OF SAID SOUTHWEST QUARTER OF SOUTHEAST
QUARTER, RUN THENCE NORTH 87 DEG, 57 MIN. EAST ALONG THE SOUTH LINE OF SAID
SOUTHWEST QUARTER OF SOUTHEAST QUARTER, 137.0 FEET;, THENCE NORTH 00 DEG. 41
MIN. WEST, 198.1 FEET TO THE POINT OF BEGINNING; THENCE NORTH 66 DEG. 45 MIN, EAST,
129.9 FEET TO THE WEST RIGHT OF WAY LINE OF ARKANSAS STATE HIGHWAY #183; THENCE
NORTH 21 DEG. 55 MIN. WEST, ALONG SAID RIGHT OF WAY LINE, 68.3 FEET, THENCE SOUTH
77 DEG. 14 MIN. 10 SEC. WEST, 198.19 FEET, THENCE SOUTH 00 DEG. 23 MIN. 30-SEC.
WEST, 74.43 FEET; THENCE NORTH 87 DEG. 57 MIN. EAST, 100.0 FEET TO THE POINT OF
BEGINNING.

AND

THAT PART OF THE SOUTHWEST QUARTER OF THE SOUTHEAST QUARTER OF SECTION 27,
TOWNSHIP 1 SOUTH, RANGE 14 WEST, SALINE COUNTY, ARKANSAS, DESCRIBED AS FOLLOWS:
COMMENCING AT THE SOUTHWEST CORNER OF SAID SOUTHWEST QUARTER OF THE
SOUTHEAST QUARTER; THENCE NORTH 02°57°47” EAST ALONG THE WEST LINE THEREOF A
DISTANCE OF 156.38 FEET TO THE POINT OF BEGINNING; THENCE NORTH 02°57°47" EAST
CONTINUING ALONG SAID WEST LINE A DISTANCE OF 123.19 FEET; THENCE

NORTH 89°11°41” EAST LEAVING SAID WEST LINE A DISTANCE OF 38.21 FEET; THENCE
SOUTH 0505°25" WEST A DISTANCE OF 73.89 FEET; THENCE SOUTH 86°56°40" EAST A
DISTANCE OF 99.94 FEET; THENCE SOUTH 7203’13 WEST A DISTANCE OF 144.86 FEET TO
THE POINT OF BEGINNING. CONTAINING 0.14 ACRES, MORE OR LESS.

VARIANCE REQUEST:
THE REAR SETBACK FROM RESIDENTIAL ZONING

BE 25° AS SHOWN ON THIS PLAN.

WAIVER REQUEST:
NON—-STANDARD COMMERCIAL BUILDING FROM THE
COMMERCIAL DESIGN STANDARDS FOR EXPOSED

CONCRETE PAVEMENT NOTES:

20 40 60

1. CONCRETE TO BE 4000 PSI, SLUMP 4~ +/—

1"
2. INSTALL 17 DIA. X 18" L SMOOTH DOWELS ON 18" CENTERS AT CONTROL JOINTS.
E;!;E;_‘;— 3. SAW CUT CONTROL JOINTS 15’ MAX. EACH WAY AT A DEPTH OF

CONC. SIDEWALK — TYPE A’

1. PORTLAND CEMENT CONCRETE 3500 PSI. MIN. MIX AS PER
GEOTECHICAL ENGINEERS RECOMMENDATIONS.

* CONCRETE PAVEMENT AND REINFORCEMENT
TO BE VERIFIED PER ACI 330R—08—-SPB |
D SUBJECT TO GEOTECHNICAL ENGINEER'S

1.5 INCHES HMAC SURFACE COURSE U
. AN ES BIVDER COVRGE VIN. 6" COMP DEPTH \ 25% (L” PER 17) OF CONCRETE SECTION THICKNESS.
HEAVY DUTY SECTION [ — SUBGRADE GOMPAGTED ( IN FEET ) 4. AIR ENTRAINMENT 3-5%
bu 8 INCHES CRUSHED STONE BASE COURSE ( 98% MP) (AHTD CLASS 7) 70 98% STANDARD 1 inch = 20 ft ' °
R e S T PROCTORBENSITY o O INSTALL EXPANSION JOINTS WHERE ABUTTING STRUCTURES AND AT A MAX. OF 200 LF
(SUBGRADE MATERIAL AND THICKNESS SUBJECT TO . .
GEOTECHNICAL ENGINEER'S RECOMMENDATIONS) TYPICAL CURB & GUTTER DETAIL OF PAVING. USE 3” EXPANSION JOINT MATERIAL WHERE EXPANSION JOINTS ARE
NTS SPECIFIED. USE 1” DIA. X 18” L SMOOTH DOWELS ON 18” CENTERS IN EXPANSION
* PAVEMENT SECTION SUBJECT TO JOINTS BETWEEN PAVEMENT SECTIONS.
GEOTECHNICAL ENGINEER'S RECOMMENDATIONS.
3500 PSI CONCRETE 5000 Pl CONCRETE
REFER 10 PLAN REFER TO GRADING REFER TO PLAN
i} \ SLOI:,_E AWAY .FROM BUILDING . \ SLOPE AWAY FROM BUILDING
W [l / : —— T A SEC. Tt B s TR 5" THICK OF 4000 PSI [YPICAL CURB SECTION
s . pane o v Al Semi e o T - REINFORCED CONCRETE ____ —— 5 =~ 5 =
/11111 LN S e
= 7L 2 » o3 S O3 ° S O3S O3 © Ei?:r F"" ’
67 THICK CIASS 7 (SB-2) CRUSHED __ <o=0: voeode oo e ool 2"Radius UPRIGHT :
COMPACT TO 98% SP ! THICKEN SLAB ADJACENT TO STONE COMPACTED TO 95% MODIFIED 0P L.or QLo QLo gl ( CLASS 3 .0
’ COMPACT TO 98% SP el OTHER PAVEMENT SECTION PROCTOR DENSITY. : . - S5
12 SIDEWALK FOOTING TO BE ?; "
PLACED ADJACENT TO o S
s 12” MIN.  COMPACTED c?
ASPHALT/CONC. DRIVING SURFACE CONC. SIDEWALK — TYPE B SUBCRADE. = - 1
A _— — L 2"Radius - 9¢
CURB/CUTTER * NOTES: NTS TANDARD PROCTOR o — W BRI 2
a5

NTS

2. USE W1.4 X W1.4 (6" X 6") WWF SHEET REINFORCEMENT.
CUT % THE WIRES AT CONTROL JOINTS.

3. CONCRETE TO CONTAIN 3—-5% AIR ENTRAINMENT.
4. FINISH TO BE LIGHT BROOM FINISH.

5. DETECTABLE WARNING DEVICES TO BE INSTALLED AT RAMPS PER ADA
REQUIREMENTS.

6. MAX CROSS SLOPE 2%. MAX LONGITUDINAL SLOPE ON RAMPS 1:12
MAX. LONGITUDINAL SLOPE 5% ON SIDEWALKS.

7. CONTROL JOINTS PER CONC. WALK CONTROL JOINT DETAIL.

AN
RECOMMENDATIONS.

CONCRETE PAVEMENT SECTION
NTS

dimension may vary from 1" to 2.5
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UTILITIES:

SANITARY SEWER:

BRYANT SEWER DEPARTMENT
1019 S.W. 2ND ST.

BRYANT, AR 72022
501-943-0469

WATER:

BRYANT WATER DEFPARTMENT
210 S.W. 3RD ST.

BRYANT, AR 72022
501-943-0441

ELECTRIC:

ENTERGY

425 W. CAPITAL AVE.
LITTLE ROCK, AR 72201
1-800-368—3749

NATURAL GAS:

SUMMIT UTILITIES

400 WEST CAPITOL #600
LITTLE ROCK, ARKANSAS
888—498—-0409

ENGINEER

RICHARDSON ENGINEERING, PLLC
ADDRESS: 325 W.SOUTH ST.
BENTON, AR. 72015

PHONE No. (501) 315-7225
PROJECT REPRESENTATIVE:
TRISTIN PHILLIPS, P.E.

SURVEYOR

RASBURRY SURVEYING LLC
308 W. SOUTH STREET
BENTON, AR 72015
(501)860-6893

DEVELOPERS

JAMEY SOUTH
515 N. REYNOLDS ROAD
BRYANT, AR 72022

OWNER OF RECORD

LM SOUTH INVESTMENTS LLC
515 N. REYNOLDS ROAD
BRYANT AR 72022

SOURCE OF TITLE: 2022-002110

SDMK
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GENERAL CONSTRUCTION NOTES

A. THE CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR DAMAGES OCCURRING TO
ANY PROPERTY DURING THE CONSTRUCTION OF THIS PROJECT. SAID CONTRACTOR SHALL
TAKE ALL NECESSARY PRECAUTIONS TO PREVENT PROPERTY DAMAGE.

B. IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR
WILL SOLELY AND COMPLETELY BE RESPONSIBLE FOR CONDITIONS OF THE JOE SITE,
INCLUDING SAFETY WORK. THIS REQUIREMENT WILL APPLY CONTINUOUSLY AND WILL NOT BE
LIMITED TO NORMAL WORKING HOURS.

C. ALL SITE AND UTILITY IMPROVEMENTS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE
LATEST REVISION TO THE CITY OF BRYANT STANDARD SPECIFICATIONS.

D. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH, AND OTHER
MATERIALS RESULTING FROM PREVIOUS AND CURRENT DEMOLITION OPERATIONS. DISPOSAL
WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE, AND/OR FEDERAL REGULATIONS
GOVERNING SUCH OPERATIONS.

E. PRIOR TO INSTALLATION OF ANY UTILITIES, THE CONIRACTOR IS TO EXCAVATE, VERIFY,
AND CALCULATE ALL CROSSINGS AND INFORM ANY IMPACTED UTILITY OWNERS OF ANY
CONFLICTS PRIOR TO CONSTRUCTION.

F. CONSTRUCTION SHALL NOT START ON ANY WATER UTILITY TIE—INS UNTIL APPROVAL IS
GIVEN BY CITY OF BRYANT. CONTRACTOR SHALL NOT OPERATE ANY VALVE, HYDRANT, OR
WATER UTILITY APPURTENANCE NOR SHALL HE ATIACH TO OR TAP ANY WATER UTILITY MAIN
WITHOUT APPROVAL FROM BRYANT. THE CONIRACTOR SHALL BEAR THE COST AND
CONSEQUENCE OF ANY DISRUPTION OF UTILITY OPERATION CAUSED BY CONSTRUCTION.

G. FIBER OPTIC CABLE ON AND,/OR ADJACENT TO THIS SITE WERE NOT LOCATED BY THE
SURVEY AND ARE NOT SHOWN. [T IS THE RESPONSIBILITY OF THE CONTRACTOR TO LOCATE
ANY FIBER OPTIC CABLES AT TO NEAR THIS SITE AND TAKE ALL NECESSARY AND REQUIRED
PRECAUTIONS TO PROTECT ANY EXISTING FIBER OPTIC CABLES. CONTRACTORS SHALL
COORDINATE ALL EFFORTS WITH OWNER OF FIBER OPTIC CABLES OR THEIR DESIGNATED
REPRESENTATIVE.

H. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING "ONECALL” SERVICE TO MARK ALL
UTILITIES PRIOR TO ANY DEMOLITION, EARTHWORK, OR UTILITY WORK ON THIS SITE.

. ANY LAND CLEARING, CONSTRUCTION, OR DEVELOPMENT INVOLVING THE MOVEMENT OF
MATERIALS, UTILITIES OR GROUND EXCAVATION SHALL BE IN ACCORDANCE WITH THE
STORMWATER POLLUTION PREVENTION PLAN.

J. THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES,
PIPES, POWER, GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT LOCATION OF THE
AFOREMENTIONED ITEMS, SHOWN AND NOT SHOWN.

K. CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS, INCLUDING EXCAVATION &
TRENCH SAFETY.

L. CONTRACTOR SHALL CONTACT THE CITY OF BRYANT STREET DEFPARTMENT IN REGARD TO
MAINTENANCE OF TRAFFIC PRIOR TO COMMENCEMENT OF WORK WITHIN STREET RIGHT OF
WAY.

M. CONTRACTOR SHALL CONTACT CITY OF BRYANT PRIOR TO COMMENCEMENT OF UTILITY
CONSTRUCTION OR TIE—INS.
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GENERAL NOTES:

1) ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT SPECIFICATIONS.

2.) ALL UTILITIES TO BE LOCATED PRIOR TO CONSTRUCTION (ONE CALL, CITY, UTILITY OWNER, ETC.)

3. MINIMUM HORIZONTAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 10’

4.) MINIMUM VERTICAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 18" (WATER ON TOP).

5.) CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION & TRENCH SAFETY.

6.) THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES, PIPES, POWER,
GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR DETERMINING THE EXACT LOCATION OF THE AFOREMENTIONED [TEMS, SHOWN AND NOT SHOWN.

7.) CITY OF BRYANT MASTER SPECIFICATIONS APPLY.

8.) CONTRACTOR SHALL CONTACT CITY OF BRYANT PRIOR TO COMMENCEMENT OF UTILITY CONSTRUCTION OR
TIE—INS.

9.) CONTRACTOR SHALL CONTACT THE CITY OF BRYANT STREET DEPARTMENT IN REGARD TO MAINTENANCE
OF TRAFFIC PRIOR TO COMMENCEMENT OF WORK WITHIN STREET RIGHT OF WAY.
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SEWER NOITES:

1.) ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT  SPECIFICATIONS.
2.) ALL SERVICE LINES SHALL BE 4" SDR—21 OR SCH 40 PVC OR AS SPECIFIED ON THE DESIGN DRAWINGS.
3.) CONTRACTOR TO VERIFY METHOD OF CONNECTION WITH THE UTILITY OWNER PRIOR TO CONSTRUCTION.
4.) ATIENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.
5.) CONTRACTOR TO ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION & TRENCH SAFETY.
6.) BACKFILL FOR ALL DISTURBED (EXCAVATED) AREAS SHALL BE IN ACCORDANCE WITH
CITY OF BRYANT STANDARD SPECS.
7.) A 2—WAY CLEANOUT WITH BACKFLOW PREVENTER SHALL BE INSTALLED WITHIN 5 FEET OF THE BUILDING.
DIRECTIONALY, THE CLEANOUT MUST SWEEP AWAY FROM THE VALVE TO PREVENT DAMAGE TO THE
BACKFLOW PREVENTER.

WATER NOITES:

1) ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT SPECIFICATIONS.

2.) ALL SERVICE LINES AND METER SETTINGS SHALL BE AS PER CITY OF BRYANT SPECS.

3.) 12ga BLUE COATED COPPER TRACING WIRE TO BE INSTALLED WITH ALL WATERLINES (MAINS & SERVICES).

4.) ATIENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.

6.) MINIMUM SEPARATION BETWEEN WATERLINES & SEWERLINES SHALL BE 10

7.) MINIMUM VERTICAL SEPARATION BETWEEN WATERLINE & SEWERLINE CROSSINGS SHALL BE 18" (WATER ON TOP).
8) CONTRACTOR SHALL ADHERE TO CURRENT OSHA REGULATIONS INCLUDING EXCAVATION & TRENCH SAFETY.

9.) CONTRACTOR TO ADHERE TO AWWA SPECS FOR BLOCKING AND ANCHORING.
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