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GENERAL NOTES: : 1.)   ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT AND BRYANT WATER    STANDARD SPECIFICATIONS.  STANDARD SPECIFICATIONS.  2.)   ALL SEWER GRAVITY MAINS SHALL BE SDR-26 PVC, UNLESS OTHERWISE SHOWN ON PLAN. 3.)   ALL WATER MAINS SHALL BE C900 PVC UNLESS OTHERWISE SHOWN ON PLAN. .)   ALL WATER MAINS SHALL BE C900 PVC UNLESS OTHERWISE SHOWN ON PLAN. C900 PVC UNLESS OTHERWISE SHOWN ON PLAN.  PVC UNLESS OTHERWISE SHOWN ON PLAN. 4.)   ALL STORM DRAINAGE SHALL BE AS SHOWN ON THE PLAN. 5.)   ATTENTION IS CALLED TO WATER, SEWER, AND STREET LAYOUT FOR ADDITIONAL INFORMATION. 6.)   ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.  7.)   ALL UTILITIES TO BE LOCATED PRIOR TO CONSTRUCTION (ONE CALL, CITY, ETC.)  8.)   MINIMUM HORIZONTAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 10'.  9.)   MINIMUM VERTICAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 18" (WATER ON TOP). IF 18"   OF VERTICAL SEPARATION CAN NOT BE MAINTAINED EITHER THE WATER OR SEWER LINE MUST BE ENCASED 10' OF VERTICAL SEPARATION CAN NOT BE MAINTAINED EITHER THE WATER OR SEWER LINE MUST BE ENCASED 10'   EITHER SIDE OF THE CROSSING AS PER ARKANSAS RULES PERTAINING TO PUBLIC WATER SYSTEMS SECTION XIV EITHER SIDE OF THE CROSSING AS PER ARKANSAS RULES PERTAINING TO PUBLIC WATER SYSTEMS SECTION XIV   PART A. IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND MAINTAIN 18" PART A. IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND MAINTAIN 18"   OF VERTICAL SEPARATION. OF VERTICAL SEPARATION. 10.)   CONTRACTOR TO ADHERE TO CURRENT OSHA EXCAVATION & TRENCH SAFETY REGULATIONS.  11.)  BACKFILL MATERIAL FOR STREET CROSSINGS SHALL BE ACCORDING TO CITY OF BRYANT STREET DEPT SPECS AND        COMPACTED TO 98% M.P. UNLESS OTHERWISE APPROVED IN WRITING BY THE ENGINEER AND UTILITY OWNER. 12.)  THIS SHEET IS PART OF A COMPLETE DESIGN SET. CONTRACTOR SHALL REFER TO ADDITIONAL DRAWINGS        INCLUDED HEREIN, FOR MORE DETAIL REGARDING UTILITIES, DRAINAGE, AND OTHER INFRASTRUCTURE. 13.) THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES, PIPES, POWER,       GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE       FOR DETERMINING THE EXACT LOCATION OF THE AFOREMENTIONED ITEMS, SHOWN AND NOT SHOWN. 14.) ALL UTILITIES SHALL BE CONSTRUCTED AT A MINIMUM OF 36" BELOW TOP BACK OF CURB GRADE. 15.) CONTRACTOR TO COORDINATE MAINTENANCE OF TRAFFIC ON PUBLIC RIGHT OF WAY WITH PROPER AUTHORITIES   PRIOR TO COMMENCING CONSTRUCTION. PRIOR TO COMMENCING CONSTRUCTION. 
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GENERAL NOTES: : 1.)   ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT AND BRYANT WATER    STANDARD SPECIFICATIONS.  STANDARD SPECIFICATIONS.  2.)   ALL SEWER GRAVITY MAINS SHALL BE SDR-26 PVC, UNLESS OTHERWISE SHOWN ON PLAN. 3.)   ALL WATER MAINS SHALL BE C900 PVC UNLESS OTHERWISE SHOWN ON PLAN. .)   ALL WATER MAINS SHALL BE C900 PVC UNLESS OTHERWISE SHOWN ON PLAN. C900 PVC UNLESS OTHERWISE SHOWN ON PLAN.  PVC UNLESS OTHERWISE SHOWN ON PLAN. 4.)   ALL STORM DRAINAGE SHALL BE AS SHOWN ON THE PLAN. 5.)   ATTENTION IS CALLED TO WATER, SEWER, AND STREET LAYOUT FOR ADDITIONAL INFORMATION. 6.)   ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.  7.)   ALL UTILITIES TO BE LOCATED PRIOR TO CONSTRUCTION (ONE CALL, CITY, ETC.)  8.)   MINIMUM HORIZONTAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 10'.  9.)   MINIMUM VERTICAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 18" (WATER ON TOP). IF 18"   OF VERTICAL SEPARATION CAN NOT BE MAINTAINED EITHER THE WATER OR SEWER LINE MUST BE ENCASED 10' OF VERTICAL SEPARATION CAN NOT BE MAINTAINED EITHER THE WATER OR SEWER LINE MUST BE ENCASED 10'   EITHER SIDE OF THE CROSSING AS PER ARKANSAS RULES PERTAINING TO PUBLIC WATER SYSTEMS SECTION XIV EITHER SIDE OF THE CROSSING AS PER ARKANSAS RULES PERTAINING TO PUBLIC WATER SYSTEMS SECTION XIV   PART A. IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND MAINTAIN 18" PART A. IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND MAINTAIN 18"   OF VERTICAL SEPARATION. OF VERTICAL SEPARATION. 10.)   CONTRACTOR TO ADHERE TO CURRENT OSHA EXCAVATION & TRENCH SAFETY REGULATIONS.  11.)  BACKFILL MATERIAL FOR STREET CROSSINGS SHALL BE ACCORDING TO CITY OF BRYANT STREET DEPT SPECS AND        COMPACTED TO 98% M.P. UNLESS OTHERWISE APPROVED IN WRITING BY THE ENGINEER AND UTILITY OWNER. 12.)  THIS SHEET IS PART OF A COMPLETE DESIGN SET. CONTRACTOR SHALL REFER TO ADDITIONAL DRAWINGS        INCLUDED HEREIN, FOR MORE DETAIL REGARDING UTILITIES, DRAINAGE, AND OTHER INFRASTRUCTURE. 13.) THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES, PIPES, POWER,       GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE       FOR DETERMINING THE EXACT LOCATION OF THE AFOREMENTIONED ITEMS, SHOWN AND NOT SHOWN. 14.) ALL UTILITIES SHALL BE CONSTRUCTED AT A MINIMUM OF 36" BELOW TOP BACK OF CURB GRADE. 15.) CONTRACTOR TO COORDINATE MAINTENANCE OF TRAFFIC ON PUBLIC RIGHT OF WAY WITH PROPER AUTHORITIES   PRIOR TO COMMENCING CONSTRUCTION. PRIOR TO COMMENCING CONSTRUCTION. 

AutoCAD SHX Text
SEWER NOTES:  NOTES: : 1.)  ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT STANDARD SPECIFICATIONS. ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT STANDARD SPECIFICATIONS. 2.)  ALL SEWER GRAVITY MAINS SHALL BE SDR-26 PVC, UNLESS OTHERWISE SHOWN.  .)  ALL SEWER GRAVITY MAINS SHALL BE SDR-26 PVC, UNLESS OTHERWISE SHOWN.  26 PVC, UNLESS OTHERWISE SHOWN.   PVC, UNLESS OTHERWISE SHOWN.  3.)  ALL SERVICE LINES SHALL BE 4" SDR-21 PVC OR SCH40 PVC.  .)  ALL SERVICE LINES SHALL BE 4" SDR-21 PVC OR SCH40 PVC.  1 PVC OR SCH40 PVC.   PVC OR SCH40 PVC.   OR SCH40 PVC.  .  4.)  CONTRACTOR TO VERIFY METHOD OF MAIN CONNECTION WITH THE CITY OF BRYANT PRIOR TO CONSTRUCTION. .)  CONTRACTOR TO VERIFY METHOD OF MAIN CONNECTION WITH THE CITY OF BRYANT PRIOR TO CONSTRUCTION. MAIN CONNECTION WITH THE CITY OF BRYANT PRIOR TO CONSTRUCTION. CONNECTION WITH THE CITY OF BRYANT PRIOR TO CONSTRUCTION. CITY OF BRYANT PRIOR TO CONSTRUCTION. PRIOR TO CONSTRUCTION. . 5.)  ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.  .)  ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.  6.)  ALL UTILITIES TO BE LOCATED PRIOR TO CONSTRUCTION (ONE CALL, CITY, ETC.)  .)  ALL UTILITIES TO BE LOCATED PRIOR TO CONSTRUCTION (ONE CALL, CITY, ETC.)  7.)  MINIMUM HORIZONTAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 10'.  .)  MINIMUM HORIZONTAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 10'.  8.)  MINIMUM VERTICAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 18" (WATER ON TOP). .)  MINIMUM VERTICAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 18" (WATER ON TOP).  (WATER ON TOP). .   IF 18" OF VERTICAL SEPARATION CAN NOT BE MAINTAINED EITHER THE WATER OR SEWER LINE MUST BE IF 18" OF VERTICAL SEPARATION CAN NOT BE MAINTAINED EITHER THE WATER OR SEWER LINE MUST BE   ENCASED 10' EITHER SIDE OF THE CROSSING AS PER ARKANSAS RULES PERTAINING TO PUBLIC WATER ENCASED 10' EITHER SIDE OF THE CROSSING AS PER ARKANSAS RULES PERTAINING TO PUBLIC WATER   SYSTEMS SECTION XIV PART A. IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND SYSTEMS SECTION XIV PART A. IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND  IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND   MAINTAIN 18" OF VERTICAL SEPARATION.  MAINTAIN 18" OF VERTICAL SEPARATION.  9.)  CONTRACTOR TO ADHERE TO CURRENT OSHA EXCAVATION & TRENCH SAFETY REGULATIONS.  .)  CONTRACTOR TO ADHERE TO CURRENT OSHA EXCAVATION & TRENCH SAFETY REGULATIONS.  CONTRACTOR TO ADHERE TO CURRENT OSHA EXCAVATION & TRENCH SAFETY REGULATIONS.  10.)  BACKFILL FOR ALL DISTURBED (EXCAVATED) AREAS TO BE COMPACTED TO 95% MP.  0.)  BACKFILL FOR ALL DISTURBED (EXCAVATED) AREAS TO BE COMPACTED TO 95% MP.  .)  BACKFILL FOR ALL DISTURBED (EXCAVATED) AREAS TO BE COMPACTED TO 95% MP.  BACKFILL FOR ALL DISTURBED (EXCAVATED) AREAS TO BE COMPACTED TO 95% MP.  11.)  DUCTILE IRON (PER CITY OF BRYANT SPECS.) TO BE USED IF COVER OVER SEWERLINE IS LESS THAN 36". 1.)  DUCTILE IRON (PER CITY OF BRYANT SPECS.) TO BE USED IF COVER OVER SEWERLINE IS LESS THAN 36". .)  DUCTILE IRON (PER CITY OF BRYANT SPECS.) TO BE USED IF COVER OVER SEWERLINE IS LESS THAN 36". DUCTILE IRON (PER CITY OF BRYANT SPECS.) TO BE USED IF COVER OVER SEWERLINE IS LESS THAN 36". (PER CITY OF BRYANT SPECS.) TO BE USED IF COVER OVER SEWERLINE IS LESS THAN 36".  TO BE USED IF COVER OVER SEWERLINE IS LESS THAN 36". 12.)  ALL STREET CROSSINGS TO MEET CITY OF BRYANT STREET DEPARTMENT SPECIFICATIONS. 2.)  ALL STREET CROSSINGS TO MEET CITY OF BRYANT STREET DEPARTMENT SPECIFICATIONS. .)  ALL STREET CROSSINGS TO MEET CITY OF BRYANT STREET DEPARTMENT SPECIFICATIONS. ALL STREET CROSSINGS TO MEET CITY OF BRYANT STREET DEPARTMENT SPECIFICATIONS. CITY OF BRYANT STREET DEPARTMENT SPECIFICATIONS. SPECIFICATIONS. 13.) TRENCH SHALL BE EXCAVATED BELOW GRADE REQUIRED TO PROVIDE A MINIMUM OF 36" PIPE COVER. 3.) TRENCH SHALL BE EXCAVATED BELOW GRADE REQUIRED TO PROVIDE A MINIMUM OF 36" PIPE COVER. .) TRENCH SHALL BE EXCAVATED BELOW GRADE REQUIRED TO PROVIDE A MINIMUM OF 36" PIPE COVER. 14.)  NO MANHOLES SHALL BE CONSTRUCTED IN SIDEWALKS. SEWER STUB-OUTS SHALL EXTEND AT LEAST  NO MANHOLES SHALL BE CONSTRUCTED IN SIDEWALKS. SEWER STUB-OUTS SHALL EXTEND AT LEAST       5' OUTSIDE OF THE UTILITY EASEMENT. MANHOLE RIMS TO BE AT LEAST 2" ABOVE FINISH GRADE. 5' OUTSIDE OF THE UTILITY EASEMENT. MANHOLE RIMS TO BE AT LEAST 2" ABOVE FINISH GRADE. 15.) 12ga GREEN COATED COPPER TRACING WIRE TO BE INSTALLED WITH ALL FORCE MAINS.

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
 AS PER CITY COMMENTS

AutoCAD SHX Text
4/7/2026

AutoCAD SHX Text
4/22/2026

AutoCAD SHX Text
9/22/2026

AutoCAD SHX Text
CITY COMMENTS 4/15/26

AutoCAD SHX Text
 REDESIGN ROAD PROFILES

AutoCAD SHX Text
3/3/2026

AutoCAD SHX Text
ZYAIR ESTATES 

AutoCAD SHX Text
HILLTOP  ROAD BRYANT, ARKANSAS, ARKANSASARKANSAS

AutoCAD SHX Text
Sheet:

AutoCAD SHX Text
of

AutoCAD SHX Text
Date:

AutoCAD SHX Text
Scale:

AutoCAD SHX Text
No.

AutoCAD SHX Text
Revisions

AutoCAD SHX Text
Date

AutoCAD SHX Text
Prepared For:

AutoCAD SHX Text
1" = 30'

AutoCAD SHX Text
( IN FEET )

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
0

AutoCAD SHX Text
1 inch = 30 ft.

AutoCAD SHX Text
( IN FEET )

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
0

AutoCAD SHX Text
16

AutoCAD SHX Text
SEWER 3 P/P 0+00-6+50

AutoCAD SHX Text
SUBDIVISION 

AutoCAD SHX Text
26

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
Engineering,

AutoCAD SHX Text
Richardson

AutoCAD SHX Text
PLLC

AutoCAD SHX Text
No. 2519

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
F

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
U

AutoCAD SHX Text
T

AutoCAD SHX Text
H

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
Z

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
R

AutoCAD SHX Text
K

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
A

AutoCAD SHX Text
S

AutoCAD SHX Text
Engineering,

AutoCAD SHX Text
Richardson

AutoCAD SHX Text
PLLC

AutoCAD SHX Text
No. 2519

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
F

AutoCAD SHX Text
I

AutoCAD SHX Text
C

AutoCAD SHX Text
F

AutoCAD SHX Text
O

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
U

AutoCAD SHX Text
T

AutoCAD SHX Text
H

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
I

AutoCAD SHX Text
Z

AutoCAD SHX Text
N

AutoCAD SHX Text
O

AutoCAD SHX Text
I

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
PROJECT NO.: 024-034024-034

AutoCAD SHX Text
1

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
 AS PER CITY COMMENTS

AutoCAD SHX Text
4/7/2026

AutoCAD SHX Text
4/22/2026

AutoCAD SHX Text
9/22/2026

AutoCAD SHX Text
CITY COMMENTS 4/15/26

AutoCAD SHX Text
 REDESIGN ROAD PROFILES

AutoCAD SHX Text
REV:9/22/20269/22/2026

AutoCAD SHX Text
60

AutoCAD SHX Text
30

AutoCAD SHX Text
30

AutoCAD SHX Text
90

AutoCAD SHX Text
LOT LINE

AutoCAD SHX Text
LOT LINE

AutoCAD SHX Text
LOT LINE

AutoCAD SHX Text
STREET RIGHT OF WAY

AutoCAD SHX Text
UTILITY ESMT.

AutoCAD SHX Text
TYPICAL LOT EASEMENTS

AutoCAD SHX Text
10' DRAINAGE &

AutoCAD SHX Text
DEVELOPERS EMINENT CONSTRUCTION 1100 HILLFARM ROAD BRYANT, AR 72022

AutoCAD SHX Text
SURVEYOR SOUTHPOINT SURVEYING P.O. BOX 400 BOX 400 SHERIDAN, AR  501-837-2342

AutoCAD SHX Text
UTILITY ESMT.

AutoCAD SHX Text
10' DRAINAGE &

AutoCAD SHX Text
UTILITY ESMT.

AutoCAD SHX Text
5' DRAINAGE &

AutoCAD SHX Text
UTILITY ESMT.

AutoCAD SHX Text
5' DRAINAGE &

AutoCAD SHX Text
ENGINEER RICHARDSON ENGINEERING, PLLC ADDRESS:  325 W.SOUTH ST. BENTON, AR. 72015     PHONE NO. (501) 315-7225 PROJECT REPRESENTATIVE:  ERIC RICHARDSON, P.E.

AutoCAD SHX Text
SANITARY SEWER

AutoCAD SHX Text
STORM DRAIN

AutoCAD SHX Text
EXISTING MANHOLE

AutoCAD SHX Text
PROPOSED MANHOLE

AutoCAD SHX Text
GATE VALVE

AutoCAD SHX Text
BLOW-OFF

AutoCAD SHX Text
FIRE HYDRANT

AutoCAD SHX Text
CURB INLET

AutoCAD SHX Text
FES

AutoCAD SHX Text
DITCH OR SWALE

AutoCAD SHX Text
LEGEND

AutoCAD SHX Text
WATER LINE

AutoCAD SHX Text
POWER LINE (OVERHEAD)

AutoCAD SHX Text
FES

AutoCAD SHX Text
POWER POLE

AutoCAD SHX Text
FENCE

AutoCAD SHX Text
H

AutoCAD SHX Text
Y

AutoCAD SHX Text
D

AutoCAD SHX Text
WV

AutoCAD SHX Text
O

AutoCAD SHX Text
B

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
SMS

AutoCAD SHX Text
PROPOSED WATER METER BOX

AutoCAD SHX Text
LIGHT POLE

AutoCAD SHX Text
TELEPHONE LINE

AutoCAD SHX Text
GAS LINE



**

*

**

*

  3
25

 W
. S

O
U

TH
 S

TR
EE

T,
 B

EN
TO

N
, A

R
 7

20
15

  (
50

1)
31

5-
72

25

AutoCAD SHX Text
Y

AutoCAD SHX Text
Y

AutoCAD SHX Text
Y

AutoCAD SHX Text
Y

AutoCAD SHX Text
GENERAL NOTES: : 1.)   ALL CONSTRUCTION AND MATERIALS TO MEET OR EXCEED CITY OF BRYANT AND BRYANT WATER    STANDARD SPECIFICATIONS.  STANDARD SPECIFICATIONS.  2.)   ALL SEWER GRAVITY MAINS SHALL BE SDR-26 PVC, UNLESS OTHERWISE SHOWN ON PLAN. 3.)   ALL WATER MAINS SHALL BE C900 PVC UNLESS OTHERWISE SHOWN ON PLAN. .)   ALL WATER MAINS SHALL BE C900 PVC UNLESS OTHERWISE SHOWN ON PLAN. C900 PVC UNLESS OTHERWISE SHOWN ON PLAN.  PVC UNLESS OTHERWISE SHOWN ON PLAN. 4.)   ALL STORM DRAINAGE SHALL BE AS SHOWN ON THE PLAN. 5.)   ATTENTION IS CALLED TO WATER, SEWER, AND STREET LAYOUT FOR ADDITIONAL INFORMATION. 6.)   ATTENTION IS CALLED TO CONSTRUCTION DETAILS FOR ADDITIONAL INFORMATION.  7.)   ALL UTILITIES TO BE LOCATED PRIOR TO CONSTRUCTION (ONE CALL, CITY, ETC.)  8.)   MINIMUM HORIZONTAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 10'.  9.)   MINIMUM VERTICAL SEPARATION BETWEEN WATERLINES AND SEWERLINES SHALL BE 18" (WATER ON TOP). IF 18"   OF VERTICAL SEPARATION CAN NOT BE MAINTAINED EITHER THE WATER OR SEWER LINE MUST BE ENCASED 10' OF VERTICAL SEPARATION CAN NOT BE MAINTAINED EITHER THE WATER OR SEWER LINE MUST BE ENCASED 10'   EITHER SIDE OF THE CROSSING AS PER ARKANSAS RULES PERTAINING TO PUBLIC WATER SYSTEMS SECTION XIV EITHER SIDE OF THE CROSSING AS PER ARKANSAS RULES PERTAINING TO PUBLIC WATER SYSTEMS SECTION XIV   PART A. IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND MAINTAIN 18" PART A. IF THE WATER LINE MUST PASS BENEATH THE SEWER LINE, IT MUST BE ENCASED AND MAINTAIN 18"   OF VERTICAL SEPARATION. OF VERTICAL SEPARATION. 10.)   CONTRACTOR TO ADHERE TO CURRENT OSHA EXCAVATION & TRENCH SAFETY REGULATIONS.  11.)  BACKFILL MATERIAL FOR STREET CROSSINGS SHALL BE ACCORDING TO CITY OF BRYANT STREET DEPT SPECS AND        COMPACTED TO 98% M.P. UNLESS OTHERWISE APPROVED IN WRITING BY THE ENGINEER AND UTILITY OWNER. 12.)  THIS SHEET IS PART OF A COMPLETE DESIGN SET. CONTRACTOR SHALL REFER TO ADDITIONAL DRAWINGS        INCLUDED HEREIN, FOR MORE DETAIL REGARDING UTILITIES, DRAINAGE, AND OTHER INFRASTRUCTURE. 13.) THE APPROXIMATE LOCATION OF KNOWN SURFACE AND SUBSURFACE STRUCTURES, PIPES, POWER,       GAS, PHONE, ETC. ARE SHOWN ON THE DESIGN DRAWINGS.  THE CONTRACTOR SHALL BE RESPONSIBLE       FOR DETERMINING THE EXACT LOCATION OF THE AFOREMENTIONED ITEMS, SHOWN AND NOT SHOWN. 14.) ALL UTILITIES SHALL BE CONSTRUCTED AT A MINIMUM OF 36" BELOW TOP BACK OF CURB GRADE. 15.) CONTRACTOR TO COORDINATE MAINTENANCE OF TRAFFIC ON PUBLIC RIGHT OF WAY WITH PROPER AUTHORITIES   PRIOR TO COMMENCING CONSTRUCTION. PRIOR TO COMMENCING CONSTRUCTION. 
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